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DRN BY CHK BY    APE BY(10/0.12X1C+30/0.12TC,SP)x1C,BLACK PVC JACKET,O.D:3.0MM

INSULATOR & MOLDED COLOR WITH BLACK

MINI DIN9 MALE(GOLD-PLATED) WITH MOLDED TYPE, 

MOLDED COLOR:YELLOW,INSULATOR COLOR:BLACK

MINI DIN4 FEMALE(GOLD-PLATED) WITH MOLDED TYPE,

SPECIFICATION

2

#28,NO-UL,2C+1+AL/MY,BLACK PVC JACKET,OD:3.0MM

  mm   

Unit

A

1

B

C

1

1

CABLE 2.

D CONNECTOR3.

CONNECTOR4. 1

1
NO. PART NAME

1. CABLE 1

Q'TY

RCA JACK(GOLD-PLATED) WITH MOLDED TYPE

MOLDED & INSULATOR COLOR WITH YELLOW
15. CONNECTOR

NOTE:
1. TOTAL LIGTH: 200±10MM
2. CABLE COLOR:BLACK
3. MD9M OVER MOLDED WITH BLACK COLOR PVC
  MD4F & RCA JACK OVER MOLDED WITH YELLOW COLOR PVC
4. TEST: OPEN/SHORT 100% TEST
5. PACKING: W/Ziplock Bag[1]+Sticker-Bar Code

Export Carton:2*Inner Boxes-Carton in Carton


